1. **4mm SAFETY JACK w/M3 THREADED HOLE**.

2. **SPECIFICATIONS**:
   - **INSULATOR**: POLYAMIDE (NYLON)
   - **CONTACT**: BRASS, NICKEL PLATED
   - **LOCKING NUT**: BRASS, NICKEL PLATED

3. **RATING**:
   - **VOLTAGE**: 1,000 V CAT III/600 V CAT IV P2 (IEC/UL 1569–031)
   - **CURRENT**: 36 A MAX.
   - **RESISTANCE**: <12 mΩ
   - **TEMPERATURE**: –20°C TO 480°C

4. **MOUNTING HOLE**: REF. DIAGRAM

5. **INSULATOR THREAD**: M12×0.75, MAX. TORQUE 1.7 ft-lb (2.3 Nm) AT 20°C

6. **MAXIMUM PANEL THICKNESS**: .40 (10).

7. **RECOMMENDED ASSEMBLY TOOL**: CT2246A

**CONFORMITY TO RoHS 2002/95/EC**

---

**Cal Test Electronics**

22820 Savi Ranch Parkway
Yorba Linda, CA 92887-4610

---

**DRAWN**: WDH 7/12/99

**CHECKED**: 

**DESIGN ACTIVITY**: 

---

**4mm SAFETY JACK, PANEL w/M3 THREADED HOLE**

**PART NUMBER**: CT2908–#

<table>
<thead>
<tr>
<th>COLOR</th>
<th>0</th>
<th>BLACK</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>BROWN</td>
<td></td>
</tr>
<tr>
<td>2</td>
<td>RED</td>
<td></td>
</tr>
<tr>
<td>3</td>
<td>ORANGE (SPECIAL)</td>
<td></td>
</tr>
<tr>
<td>4</td>
<td>YELLOW</td>
<td></td>
</tr>
<tr>
<td>5</td>
<td>GREEN</td>
<td></td>
</tr>
<tr>
<td>6</td>
<td>BLUE</td>
<td></td>
</tr>
<tr>
<td>7</td>
<td>PURPLE</td>
<td></td>
</tr>
<tr>
<td>8</td>
<td>GRAY</td>
<td></td>
</tr>
<tr>
<td>9</td>
<td>WHITE</td>
<td></td>
</tr>
</tbody>
</table>

---

**SCALE**: 1:1

**SHEET**: 1 OF 1