1. 4 mm SAFETY JACK, REAR MOUNT, HORIZONTAL & VERTICAL PCB.

2. SPECIFICATIONS:
   - INSULATOR: SOLVAY ENGINEERING PLASTICS, POLYAMIDE 66, A205F, V-2
   - OR BETTER, UL OMFZ2.
   - CONTACT: BRASS, NICKEL PLATED, 1–3 micrometers.

3. RATING:
   - VOLTAGE: 1,000 V CAT III P2.
   - CURRENT: 25 A MAX.
   - RESISTANCE: <5 MΩ.
   - TEMPERATURE: -20° C TO +80°C.

4. MOUNTING: REF. DIAGRAM.

5. MAXIMUM PANEL THICKNESS: 3 (.12).

6. MODEL CT3151XX-#, UL RECOGNIZED COMPONENT, CCN: PICO2, PICO8
   - FILE NUMBER: E315929.

7. MODELS ARE RoHS 2 COMPLIANT.

8. STANDARDS: UL 61010-1; CAN/CSA-C22.2 NO. 61010-1.

PART NUMBER
CT3151xx-#

COLOR:
0 - BLACK
1 - BROWN
2 - RED
4 - YELLOW
5 - GREEN
6 - BLUE
7 - PURPLE
8 - GRAY
9 - WHITE

DIM. "A":
'blank' - 12.5 mm (.492") HORZ
SP = 7.6 mm (.300") HORZ
V1 = 19.0 mm (.750") VERT

METRIC

THIRD ANGLE PROJECTION

Cal Test Electronics
22820 Savi Ranch Parkway
Yorba Linda, CA 92887-4610