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NOTES:
ALL SPECIFICATIONS SUBJECT TO CHANGE 1.
WITHOUT NOTICE.
MATERIAL:2.

SMA MALE CONNECTOR -•
BODY: BRASS, NICKEL PLT.•
DIELECTIC: PTFE•
CENTER CONDUCTOR: BRASS, GOLD PLT.•

ELECTRICAL:3.
IMPEDANCE: 50 Ω•
FREQUENCY RANGE: DC - 8 GHZ•
VSWR: 1.30:1 MAX. @ 8 GHZ•
OPERATING FREQUENCY MAX.: 8 GHZ•
RF SHIELDING: 90 DB•
VELOCITY OF PROPAGATION: NOM. 69.2%•
CAPACITANCE: 96.5 PF/m•

MECHANICAL:4.
OPERATING TEMPERATURE: -45°C TO +125°C•
CABLE BEND RADIUS:•

REPEATED MIN. - 50.8 mm•
ONE-TIME MIN. - 25 mm•

RECOMMENDED CONNECTOR TIGHTEN TORQUE:5.
SMA : 0.34 - 0.57 NM•

ROHS 2 COMPLIANT.6.

REVISIONS

REV. DESCRIPTION DATE APPROVED

A INITIAL RELEASE 1/19/2021

MODEL NUMBER TABLE

CT4445-100 100 1.5 -100
CT4445-60 60 1.0 -60
MODEL NUMBER LENGTH & TOLERENCE IN cm MODEL NUMBER -XXX EXTENTION

4 LABEL SLEEVE, BLACK SHRINK TUBING WITH WHITE 
LETTERING

3 RG142B/U COAXIAL CABLE
2 POLYOLEFIN SHRINK TUBING W/ADHESIVE, BLACK
1 SMA MALE CONNECTOR

ITEM 
NO. DESCRIPTION

N/A B.Hansen 1/19/2021

WDH

1/19/2021T.Schmidt

A662

1/19/2021

SEE NOTES

RF CABLE ASSEMBLY, SMA MALE TO 
SMA MALE, RG142B/U
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